Harrison Avenue Improvement Bid Date: Project No. 501912

4/9/2020

| REF NO.| ITEM NO. | B DESCRIPTION __UNIT  QUANT  UNIT | TOTAL |
i ‘ ]

I 201 CLEARING AND GRUBBING - LS i |

2 202 PAVEMENT REMOVED 7 SY 428 B

3 202 PAVEMENT REMOVED, ASPHALT T SY 1674 L

4 202 |WALK REMOVED SF 46827 i

5 202 STEPS REMOVED FT 29 =

6 202 CURBREMOVED FT 10464 -

7 202 PIPE REMOVED, 24" AND UNDER | FT 2635 |

8 202 GUARDRAIL REMOVED i T 2386

9 202 MANHOLE REMOVED EACH 4 i

10 202 CATCH BASIN REMOVED ~ EACH 32 7_

11 202 FILL AND PLUG EXISTING CONDUIT - CFT. 43

12 202 REMOVAL MISC.:BOLLARD REMOVED EACH 17 1

13 202 REMOVAL MISC.: INSPECTION WELL - _EACH 2

14 202 REMOVAL MISC..POST REMOVED EACH 15 -

15 202 REMOVAL MISC..PRIVATE SIGNS REMOVED AND RESET _ ~ EACH 3 N

16 202 REMOVAL MISC.MASONRY COLUMN REMOVED EACH 2

17 202 REMOVAL MISC.2x8 BOARDS AND SUPPORTING STAKES - _FT 6

18 202 REMOVAL MISC.: BRICK REMOVED FT 65

19 202 REMOVAL MISC..CABLE FENCE AND BLOCKS REMOVED _ - FT s 7_

20 202 REMOVAL MISC.: CONDUIT - FT 400

21 202 REMOVAL MISC.MASONRY WALL REMOVED _ FT 22 —

22 202 REMOVAL MISC.:RAIL TIES REMOVED - - FT 16

23 202 :ROCK FILL REMOVED SF 144 ;

24 | 203 ' ) ] ®x 12271 [ i

25 | 203 EMBANKMENT - % 14807 1

26 204 SUBGRADE COMPACTION B sY 15875 )

27 204  EXCAVATION OF SUBGRADE 12" DEEP - - ey 2423 Bl

28 204  GRANULAR MATERIAL, TYPE B _ | oy 2423 -

29 204 PROOF ROLLING , HOUR 4 -

30 204  GEOGRID SY 8913 _

31 254 PAVEMENT PLANING, ASPHALT CONCRETE 3.5 INCHES SY 32719 1 ;

32 301 ASPHALT CONCRETE BASE, PG64-22 | cy 1644 a

33 301 ASPHALT CONCRETE BASE, PG64-22 (DRIVEWAYS) .oy 161

34 AGGREGATE BASE , cy 1081 D

35 7 NON-TRACKING TACK COAT - | GAL 2987

36 408  |[PRIME COAT N | GAL 1567 e

37 410 TRAFFIC COMPACTED SURFACE, TYPEA cy 300

38 442 ASPHALT CONCRETE SURFACE COURSE, 12.5 MM, TYPE A (448) | oY 1633 |

39 442 ASPHALT CONCRETE SURFACE COURSE, 12.5 MM, TYPE A (448) (DRIVEWAYS) Y 48 1

40 442 ASPHALT CONCRETE INTERMEDIATE COURSE, 19 MM, TYPE A (448) cy 2177 i

41 452 6"NON-REINFORCED CONCRETE PAVEMENT, CLASS QC 1P | sy 6 -

42 452 8" NON-REINFORCED CONCRETE PAVEMENT, CLASS QC 1P SY 427 B

43 503 UNCLASSIFIED EXCAVATION - cy 39
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44 517 RAILING, ALUMINUM _ , _ FT 305
45 518  POROUS BACKFILL i - cY 39
46 518 4" PERFORATED CORRUGATED PLASTIC PIPE ' FT so
47 601 ROCK CHANNEL PROTECTION, TYPE A WITH FILTER N CY 42 B
48 601 ROCK CHANNEL PROTECTION, WITH GROUT, AS PER PLAN ey 17
49 602 |CONCRETE MASONRY , - oY 18
50 605 4" BASE PIPE UNDERDRAINS FT 9279
sl 606 | GUARDRAIL, TYPE MGS FT 2420
5 606 ANCHOR ASSEMBLY, TYPE E - EACH 4
i 606 ANCHOR ASSEMBLY, TYPE T EACH 4
54 608 5" CONCRETE WALK - _ S 62646
55 608 5" CONCRETE WALK, AS PER PLAN ) SF %
56 608 6" CONCRETE WALK - SF 303
57 608 8" CONCRETE WALK - B SF 13661
58 608  CONCRETESTEPS, TYPE A 7 - FI. 9
59 608 CURBRAMP B - SF 2750
60 608 DETECTABLE WARNING - SF 27
61 609  CURB,TYPEG6 - - FT 10791
62 610 RETAINING WALL, MISC..MODULAR WALL SF 852
63 611 6"CONDUIT, TYPE F FOR UNDERDRAIN OUTLETS FT. 610
| 64 611 12" CONDUIT, TYPE B , _ FT 3009
65 611 15" CONDUIT, TYPEB - _ FT 479
66 611 18" CONDUIT, TYPE B FT 1609
67 611 18" CONDUIT, TYPEF _ FT 14
68 611 24" CONDUIT, TYPEB FT 55
69 611 CONDUIT, MISC.: TYPE B FOR DRAINAGE DISCHARGE CONTINUANCE - FT 200
70 611 CONDUIT, MISC: TYPE C FOR DRAIAGE DISCHARGE CONTINUANCE FT 200
7 611 CONDUIT, MISC.: TYPE E FOR DRAIAGE DISCHARGE CONTINUANCE FT 100
7 611 CONDUIT, MISC.: TYPE F FOR DRAIAGE DISCHARGE CONTINUANCE FT 100
73 | 611 CATCHBASIN,NO,3 - EACH 36
™ 611 |CATCHBASIN, NO, 3A - B EACH 11
75 611 CATCH BASIN, NO. 6 - EACH 1
6 611 |CATCH BASIN, NO. 6 MOD EACH 2
77 611 |CATCHBASIN, NO. 2-3 EACH 4
78 611 CATCH BASIN ADJUSTED TO GRADE - EACH 2
79 611 CATCHBASIN,MISC.. NO.3MH EACH 11
80 611 MANHOLE, NO.3 EACH 12
8l 611 MANHOLE ADJUSTED TO GRADE o EACH 11
82 611 MANHOLE ADJUSTED TO GRADE SANITARY EACH 14
8 | 611 |CLEANOUTADJUSTED TOGRADE S —— o e EACH | 1
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8 611 MANHOLE ADJUSTED TO GRADE TEL EACH 9
85 611 INSPECTION WELL B EACH 2
8 614 MAINTAINING TRAFFIC - LS 1 B
87 _ 614 LAW ENFORCEMENT OFFICER WITH PATROL CAR FOR ASSISTANCE HOUR 800
88 614 WORK ZONE LANE LINE, CLASS 1, 4", 740.06, TYPE | 7 MILE 091
89 614 WORK ZONE CENTER LINE, CLASS 1, 740.06, TYPE | MILE 1.09
90 614 WORK ZONE EDGE LINE, CLASS 1, 4", 740,06, TYPE | MILE 237
91 | 614 |WORK ZONE CHANNELIZING LINE, CLASS 1, 8", 740.06, TYPE | FT 941
92 614 WORK ZONE DOTTED LINE, CLASS [, 740.06, TYPE | - FT 237
93 614  WORK ZONE TRANSVERSE/DIAGONAL LINE, CLASS I, 740.06, TYPE | FT 431
94 614  WORK ZONE ARROW, CLASS I, 740.06, TYPE I EACH 19
95 619 FIELD OFFICE, TYPEA - MNTH 16 B
96 623 CONSTRUCTION LAYOUT STAKES AND SURVEYING LS 1
97 624 MOBILIZATION LS 1
98 625 |CONDUIT, 2", 725.052 B _ FT 65 7
99 625 CONDUIT, 3", 725.052 - FT 359 i
100 625 CONDUIT,JACKED OR DRILLED, 725.052, 4" FT 1202
101 625 TRENCH, 24" DEEP 7 FT 370
102 625  PULLBOX,725.08 18" . ] EACH 12
103 625  PULLBOX.725.08, 24" ' - EACH B o
104 625 GROUND ROD - EACH 27 .
105 625 LIGHT POLE REMOVED _ EACH 3 |
106 630  GROUND MOUNTED SUPPORT, NO. 3 POST , T 162
107 630 SIGNPOST REFLECTOR B EACH 2|
108 | 630  SIGN ATTACHMENT ASSEMBLY, MAST ARM EACH 32
109 630 SIGNSUPPORT ASSEMBLY, POLE MOUNTED EACH _
110 630  SIGN, FLAT SHEET , o SF 74
111 630 SIGN, FLAT SHEET SF 139
112 630 SIGN, STREET NAME - . EACH 16
113 630 COVERING OF SIGN SF 65
114 630 REMOVAL OF GROUND MOUNTED SIGN AND DISPOSAL - EACH 1
15 630 REMOVAL OF GROUND MOUNTED SIGN AND REERECTION EACH 5
116 630 REMOVAL OF POLE MOUNTED SIGN AND DISPOSAL EACH 5
117 630 REMOVAL OF POLE MOUNTED SIGN AND REERECTION EACH 2
118 632 VEHICULAR SIGNAL HEAD, (LED), 3-SECTION, 12" LENS, I-WAY, POLYCARBONATE, AS PER PLAN EACH 33
119 VEHICULAR SIGNAL HEAD, (LED), 5-SECTION, 12" LENS, I-WAY, POLYCARBONATE, AS PER PLAN EACH 9
120 [PEDESTRIAN SIGNAL HEAD (LED), TYPE D2, COUNTDOWN, AS PER PLAN EACH 24
121 COVERING OF VEHICULAR SIGNAL HEAD EACH 42 .
122 COVERING OF PEDESTRIAN SIGNAL HEAD _ EACH 24
123 |PEDESTRIAN PUSHBUTTON - EACH | 10 )
124 SIGNAL CABLE, 3 CONDUCTOR, NO. /G FT 1443
125 SIGNAL CABLE, 5 CONDUCTOR, NO. G FI_ | 3512 B
126 SIGNAL CABLE, 7 CONDUCTOR, NO. 14 AWG FT 8150
127 SIGNAL SUPPORT FOUNDATION EACH 6
128 PEDESTAL FOUNDATION EACH 7 - B
129 _ POWER CABLE, 2 CONDUCTOR, NO. 10 AWG - CFT 1 1e2
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